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SPECIFICATIONS

MATERIAL SPECIFICATION

MONOTUBES ASTM—AS595 GR.A
PLATES ASTM—AJ6
INUT_COVERS B319—F OR 356.F

JANCHOR BOLTS

ASTM—A36 M55

ANCHOR BOLT NUTS

ASTM—AS563 GR.A

S.S.HARDWARE

GALV.TO A153
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DESIGN TO 1985 AASHTO
STANDARD SPECIFICATIONS g
FOR 80 M.P.H.WIND & CUSTOMER 17
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galvanized and powder coal painted per UMC specification
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NS.BASE

PLATE BASE TO

\ 5/8" DIA GALV THRU BOLT d

{

WITH HEX NUT

3/4" DIA HOLE FACTORY DRILLED
IN TOP TUBE, FIELD DRILLED IN
LOWER TUBE TO ASSURE SNUG FIT 17

1/2"-13 TAPPED
HOLE FOR GRD.CONN.

T.BASE CONNECTION

(4)1"DIA.(A325)CONN.BOLTS WITH
HEX. NUTS & FLAT WASHERS.
BASE PL. IS 12 1/2"SQ. WITH

1 1/4" WIDE SLOTS FOR 12"-13"
B8.C.

FRANGIBLE CAST ALUM.TRANSFORMER (TBI-17)

OPENING 8 1/2"x9"x12 3,/4" APPROX.
3 (PLASTIC DOCR)

(2) 1/16" SHIMS PER BASE

\—(4) 1"x40"ANCHOR BOLTS WITH (2)HEX NUTS

& (2)1/2"THK WASHERS PER BOLT, THREADED
PORTION OF EACH BOLT IS HOT DIPPED GALV
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