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- VALVES WITH OPERATING NUTS LOWER THAN

. VALVES WITH OPERATING NUTS LOWER THAN

24"

A

GROUND
LINE

SQUARE

—7.25"»

4

3,000 PSI CONCRETE PAD

BELOW GROUND SHALL BE INSTALLED WITH A
1—1/4" SOLID STEM EXTENSION. THE UPPER
END OF THE EXTENSION SHALL HAVE AN
OPERATING NUT POSITIONED 4" TO 12" BELOW
THE LID OF VALVE BOX AND SHALL BE
IDENTICAL IN SIZE, STYLE, AND POSITION AS
THE OPERATING NUT ON THE VALVE WITH NO
CLIP ON EXTENSIONS. A ROCK GUARD SHALL
BE ATTACHED TO THE EXTENSION AND
LOCATED 2" BELOW THE OPERATING NUT ON
THE UPPER END OF THE EXTENSION.

6

6’ MAX.

6’ BELOW GROUND SHALL BE INSTALLED WITH
6” DUCTILE IRON PIPE RISER WITH THE BELL
OVER THE VALVE AND 24"X36” SCREW TYPE
VALVE BOX FOR TOP SECTION. ONLY ONE
VALVE BOX SHALL BE USED PER
INSTALLATION. NO PVC PIPE SHALL BE USED
FOR THE RISER.

TRENCH
(WIDTH VARIES)

>

—— SCREW TYPE
VALVE BOX

— VALVE BOX
ADAPTOR I

—— VALVE

g CLASS "A” (3000 psi)
———— CONCRETE BLOCKING
UNDER VALVE

. UNLESS OTHERWISE NOTED ON PLANS SET

VALVES AND BOX AT CURB RETURN.

. VALVE BOXES AND PADS SHALL BE INSTALLED

AT FINISHED GRADE. SLOPE CONCRETE PAD
SURFACED SLIGHTLY AWAY FROM LID.

. ALL VALVES SHALL BE RESTRAINED BY AN

APPROVED THRUST RESTRAINT DEVICE.
RESTRAIN VALVE TO NEAREST FITTING WHERE
APPLICABLE.

. VALVE BOXES SHALL BE E.J.LW. 8550, TYLER

PIPE, OR APPROVED EQUIVALENT.

6" MIN.
CLEARANCE

ELEVATION
NOT TO SCALE
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POLY WRAP AROUND VALVE, BOLTS, VALVE BOX,
AND ALL FITTINGS (DOUBLE WRAP)

L —# 3 BARS TYP. 2” BELOW TOP OF PAD

. INSTALL APPROVED VALVE LOCATION MARKER

AT THE DIRECTION OF ARLINGTON WATER
UTILITIES.

. VALVE BOXES SHALL INCLUDE

2'X2'X6" THIICK CONCRETE
PAD WITH COVER IN CENTER

OF PAD. VALVE BOX LID IN-

CENTER OF PAD

3"ITYP.
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. ALL VALVES SHALL BE SET ON CONCRETE

24"

BLOCK FOOTING SUPPORT PRIOR TO POURING
CONCRETE BLOCKING.

.VALVES SHALL NOT BE INSTALLED IN EXISTING

OR PROPOSED SIDEWALKS. WHERE SIDEWALKS
CANNOT BE AVOIDED, PROVIDE A MINIMUM OF
3" CLEARANCE ON SIDEWALK. A MINIMUM OF
3’ IS REQUIRED FROM DRIVE APPROACH
RADIUS.
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FIGURE 1

VALVE DETAIL WITH BOX
AND CONCRETE PAD

ARLINGTON WATER UTILITIES




